
Direction des  Systèmes d'Information et des Technologies

Satellite Intelsat 10-02

Position 1°W

TP S3X/S3X

Uplink Fuchsstadt

Modulation 8PSK

Frequency 12 643

Polarity V

Symbol Rate 28.8 Msym

FEC 3/4

Standard DVB-S2

Service name

Service bitrate

Codec

Resolution

Encryption

SID

PMT

PCR

VIDEO

AUDIO (fra)

TXT subs French

TXT subs English

DVB subs Russian

DVB subs English

DVB subs German

DVB subs Dutch

DVB subs Spanish

DVB subs Romanian

DVB subs French

Decoding

Technical parameters

TV5MONDE EUROPE SD & HD

 Intelsat 10-02

TV5MONDE EUROPETV5MONDE EUROPE HD

7,4 Mbps

H264

4,5 Mbps

MPEG2

1080i25 (HD) 576i25 (SD)

841 (page 891)

1241

1341

841 (page 892)

NO NO

1042

1142

1242

1041

1141

1241

1583

1242

1342

842 (page 891)

842 (page 892)

DVB-Sub bitmap according to ETSI EN 300 743

TXT-Sub in VBI according to ETSI EN 300 472 & ETSI EN 301 775

Service map (PIDs)

1587

1588

1591

1592

1594

1595

1593

1597

1598

1581

1582

1584

1585

noc@tv5monde.org

+33 1 44 18 49 04 (office hours)

+33 1 44 18 47 77 (emergencies)


